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Maximizing the “green”  
in green building projects.
When building “green,” construction costs tend to be higher. Whalen 
Single Riser systems help control initial construction costs and de-
crease operating costs later.  How?  There are fewer system parts … 
and less labor required for installation and calibration.

•  30% to 40% reduction in pipe and fitting costs.

•  The use of a factory-configured, low kilowatt circulator in 
place of expensive, energy-wasting control valves, which 
provides proper water flow under varying conditions.

•  A decreased energy profile due to reduced pump head and a 
reliable, easily accessible circulating pump.

Plus, compared to other self-balancing systems, Whalen Single Riser 
systems eliminate the need for the control valves, replacing them 
with reliable, maintenance-free wet rotor circulators.  Our systems 
also eliminate most balancing valves and the related piping that 
contribute to high head losses.  

The bottom-line result for you:  A system that provides better 
water management with lower energy consumption … and delivers 
up to 30% in life-cycle cost savings.

Costs based on sum of mechanical system costs and electrical system costs associated with mechanical systems.
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Loadmatch® Hydronic System 
Chilled Water Cooling

Hydronic System 
Chilled Water Cooling

Air System DX Cooling

Source:  Taco, Inc., Cranston, RI.

Take the Next Step
To learn more about how riser fan coil systems from The Whalen  
Company will improve your project’s operating performance and  
energy efficiency, call 410-822-9200 to speak with one of our special-
ists, or e-mail your request to sales@whalencompany.com. 

Additional technical resources, including engineering drawings 
and digital equipment selection software, are available on our web 
site at www.whalencompany.com.

Costs based on average utility rates from APPA and AGA and average US climatic conditions.
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Loadmatch® Hydronic System 
Chilled Water Cooling

Hydronic System 
Chilled Water Cooling

Air System DX Cooling

Costs based on 20-year life cycle, 8% rate of return, 4% inflation rate, and HVAC construction and maintenance cost 
survey of maintenance costs. 
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HVAC Systems – Installed Costs

HVAC Systems – Energy Costs

HVAC Systems – Life-Cycle Costs

Source:  Taco, Inc., Cranston, RI.

Source:  Taco, Inc., Cranston, RI.

 Taco and LoadMatch are registered trademarks of Taco, Inc.




